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technical and dimensional data

Model Capacity Diameter Height Connection Size Maximum Acceptance Volume

gallons inches  (B) Inches (A) Inches (C) Gallons
ZHT-R15 2.1 7.9 11.0 1⁄2 ” 1.4
ZHT-R30 4.8 10.6 13.7 1⁄2 ” 3.3

Boiler Net Output
(1000’s of BTU/Hr)

Radiant

25 ZHT-R15
50 ZHT-R15
75 ZHT-R30

100 ZHT-R30
125 ZHT-R30
150 ZHT-R30

cal-pro radiant quick sizing chart

North American Headquarters
Zilmet USA
400 Frenchtown Road
East Greenwich, RI 02818
401-884-4943
info@zilmetusa.com
www.zilmetusa.com

Production plants - Italy
Limena (PD)  Via del Santo, 242
Via Visco, 2 • Via Colpi, 30
Via Tamburin, 15/17
Bagnoli di Sopra (PD) - Via V Strada, 21/23

Branches
Zilmet  Deutschland GmbH
www.zilmet.de
Zilmet USA
www.zilmetusa.com
Zilmet UK
www.zilmet.co.uk

Headquarters
Via del Santo, 242 - 35010 Limena (PD) - Italy
Tel. +39 049 7664901 • Fax +39 049 
767321
www.zilmet.it
zilmet@zilmet.it
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